

@WILDWESTERODUS
@WARCRADLESTUDIOS


-Insert A 2 then B 6 into A 9 , making sure the notch at the bottom of $B 6$ faces towards you.
-Push A2 as far right as possible.

-Attach B15 where shown.
-Assemble porch framework with B1,
B2, $2 \times$ C6 \& $2 \times$ C7.
-Glue A20 where shown.
-Combine A12, A13, A14 \& A15, place in
the area marked with ' X ! Glue A6 to B16.


- Combine $\mathrm{A} 3, \mathrm{~B} 10, \mathrm{~B} 11$ \& C 1 .
- Attach to C9.
-Combine this to B14, C4 \& $2 \times \mathrm{C} 11$.

-Glue a second B6 on the other side of the doorway, notch facing the same way as Step 1.
-Combine A10 \& A1 and push into place. -Glue B7 \& C5 where shown.

-Combine B8, B9, 2x C2, C3 \& 2x C8. Attach to A21.
-Combine A16, A17, A18 \& 2x A19 to form the steps. Attach to B3. -Glue A11 where shown.

- Attach A7 then 8x A8 on top of chimney. -Glue A22 where shown, then $5 \mathrm{xC10}$ (in any order).
-Glue B13 on top of uppermost C10.
-Repeat on other side.

-Assemble the back door ( B 4 ) in the same way (back wall labelled B3). -Combine A9, A21, B3 \& B16.
-Connect B12 to A21 \& B16.
-Assemble steps with $2 \times \operatorname{B5}, 2 \times$ A5 \& A4.

-Combine D1, D2, D3, D6, 2x D8 \& D9 ( $2 \times \mathrm{D} 8$ should protrude downwards). -Combine D4, D5 \& D7. Attach to D2. -Glue 1x D11 to D9, 1x D11 to D6 (not shown).
,Glue D10 to D1 (not shown).

-Town House can be assembled without the mid-section, or using multiple mid-sections!

